
• Fills and Caps Containers from 90oz to 300 
oz at speeds up to 15 Cases/Minute or up to 
30 Cases/Minute with a
Duel Lane System

• Utilizes Servo Technology

• Remote Diagnostic Capabilities

• Operator Interface Provides Set-Up
and Operating Instructions

• Changeover within 30 Minutes
Using Minimal Hand Tools

• Machine Settings for Each Product
Con�guration are Stored in Memory

• Automatic Fill Weight Veri�cation and
Correction for Each Nozzlel

• Cap Application/Removal Torque Veri�cation

General Overview

DFS Series - Automatic
Trolley Filling Systems

DFS Series - Automatic Trolley Filling Systems
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• Bottom-up, locate, and static �lling
modes with nozzle position

• Fill rates of 10 to +200 CPM

• Fill accuracy +/- 0.5% or better

• Indexing and continuous motion �lling

Specialists in Liquid Filling Systems

• Multiple frame size options available to
handle a large number of pumps

• Dockable trolley system reduces
changeover to +/- 5 minutes

• Tool-less adjustments

• Variety of metering systems available:
- Flow meter pump
- Lobe pump
- Piston pump

Unique Performance.  Undeniable Quality.  Unrivaled Support  
Go Further,  Do More with FILAMATIC.



Technical Features
• Interlocked safety enclosure constructed

of lexan and stainless steel

• Best for moderate to large
�ll volumes (50ml to Gallons)

• Comprehensive setup, usage, drawings,
  and validation documentation

• Fallen bottle, infeed bottle supply,
  discharge bottle back-up sensors on the
  container handling system

• Clean-in-place (CIP) or optional
  remote CIP system

• Recipe-driven system

Equipment Speci�cations
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